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Important
The following functions are for reference only. Some series products may not
support all the functions listed below.
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1 Network Config

1.1 Network Connection

Network camera and PC connection mainly has two ways, see Figure 1- 1 and Figure 1-2.

ar cable

IPC

Figure 1- 1

..--"""FF_-F

cable T~—_abie

__— switch or

router
‘3 ’
I

PC

Figure 1-2

Before you access network camera via the Internet, you need to have its IP address. User can use
Config Tool to search IP of the network camera. Please refer to Config Tool manual.

1.2 Login

It needs to install WEB plug-in when you use WEB client for the first time, the exact operation steps are

shown as follows:
Open IE and input network camera address in the address bar. (The factory default IP address is

192.168.1.108).
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After successful connection, the login interface is shown as in Figure 1-3; input your user name and
password. Default factory username is admin and password is admin.

Userame: | admin

Password: |

Figure 1-3

The system will display AJpdate Passwordoprompt box for your first login, users need to modify the
password and save it properly.

First login, suggest updating password.

New Password |

Confirm Password

("] Don’'t show me again

Ok Cancel

Figure 1-4

After successful login, you may see the interface shown as in Figure 1-5.
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@ Please click here to download and install the plug-in.

$o I ©

Figure 1-5

n APl ease click her e ntota ddhwnlisyasd eann ¢ oiprss tugpl N

to ask you whether run or save this plug-in. See Figure 1-6.

Do you want to run or save this file?

Mame: webplugin.exe
Type: Application, 1.05MB

From: 10.10.4.198

Run J I Save I [ Canicel

While files fram the Intermet can be uzeful, thiz file tipe can

run ar gave thiz sofbware. What's the risk??

I-_‘ ! _.-l potentially harm your computer. [F yow do not tust the source, do not

(T ST (T ST .

=) B+

~
£
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Figure 1-6

You must either run or save the file to local and install it. Follow the following steps. Click on run, you
will see Figure 1-7and Figure 1-8.

Ready to Install
Setup is now ready to begin instaling webplugin.exe on your computer,

Click Install to continue with the installation.

[ Install

Figure 1-7
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Installing
Flease wait while Setup installs webplugin,exe on your computer,

Registering files...

Figure 1-8
When plug-in installation completes, the installation page closes automatically. The web-end will refresh

automatically, and then you can view video captured by the camera.

(IR (SR (I TN ST ST

== TR SR X))

W ov T EE ¥ E o

Figure 1-9
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2 Live

After you logged in, you can see the live monitor window. See Figure 2-1.

@lhua

4 W oo% 5 & %o & ©

Figure 2-1

There are four sections:
Section 1: Encode setup bar
Section 2: System menu
Section 3: Window function option bar
Section 4: Window adjust bar

2.1 Encode Setup

Note: Some serisabsstredo 6t support
The encode setup interface is shown as in Figure 2-2.

Sub Stream 1 Sub Stream 2 Eeddtdesd m

Figure 2-2

Please refer to the following sheet for detailed information.
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Parameter Function

Click it to enable main stream video monitoring and click again
to disable it. Generally for storage and monitor.

Sub Stream 1 Click it to enable Sub Streaml video monitoring and click again
to disable it. When network bandwidth is insufficient, it
substitutes main stream for monitoring.

Sub Stream 2 Click it to enable Sub Stream 2 video monitoring and click again
to disable it. When network bandwidth is insufficient, it
substitutes main stream for monitoring.

You can select stream media protocol from the dropdown list.
There are three options: TCP/UDP/Multicast

Main stream

Protocol

2.2 System Menu

System menu is shown as in Figure 2-3.
Please refer to chapter 2 Live, chapter 3 PTZ, chapter 4 Playback, chapter 5 Setup, chapter 6 Alarm,
chapter 7 Log out for detailed information.

r Live T PTZ Flalbank T S:Etua T Alarm Luﬁnut ]

Figure 2-3

2.3 Video Window Function Option

The interface is shown as below. See Figure 2-4.

Figure 2-4

Please refer to the following sheet for detailed information.

SN Parameter Function

It shows if there is any alarm output, status description is as
follows:

Red: means there is alarm output.

Grey: means alarm is over.
Click on the button to force alarm to be on or off.

1 Relay-out
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2 Digital . When the video is in the original status, click it you can
Zoom select any zone to zoom in. In the non-original status,
you can drag the zoom-in zone in specified range. Right
click mouse to restore previous status.
,  Click it; you can use the middle button of the mouse to
zoom in/out the video size.
3 Snapshot Click on the button to snapshot, save picture to path in Ch
5.1.2.5.
4 Triple Click it to take snapshot upon the video at the frequency of
Snapshot one picture per second. All images are saved to path in Ch
5.1.2.5.
5 Record Click it to record the video. All videos are saved to path in
Chapter 5.1.2.5.
6 Easy focus | Click it, you can see there are two parameters on the preview
video' AF Peak and AF Max.
AF Peak: It is to display the video definition during the focus
process.
AF Max: It is the most suitable value for the video definition.
The close the AF Peak and AF Max is, the better the focus
effect is.
7 Audio Turn on or off audio when you are monitoring.
8 Talk Click it to start or end bidirectional talk.
9 Help Click it to open help file.

2.4 Video Window Setup

The interface is shown as in Figure 2-5.

7 —
& 100% 53 o it O

ONONONONORONONO)

Figure 2-5

2.4.1 Image Adjustment
See Figure 2-6 for image adjustment.
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Image Adjustment

Figure 2-6

Click this button to display/hide image control interface. Click it to open picture setup interface. This
interface is on the top right pane.

Please refer to the following sheet for detailed information.

Parameter Function

Video It is to adjust monitor video Note:

setup brightness. All the operations here apply
to WEB end only.

Please go to Setup-

5

m It is to adjust monitor video

conrasiness. >Camera->Conditions to
a It is to adjust monitor video adjust corresponding items.
hue.

E It is to adjust monitor video
saturation.

Reset | Restore brightness,
contrastness saturation and
hue to system default setup.

2.4.2 Original Size
Click this button to go to original size. It is to display the actual size of the video stream. It depends on
the resolution of the bit stream.

2.4.3 Full Screen
Click it to go to full-screen mode. Double click the mouse or click the Esc button to exit the full screen.
9
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2.4.4 Width and Height Ratio
Click it to restore original ratio or suitable window.

2.4.5 Fluency Adjustment

There are three levels of fluency for you to select (Realtime, Normal, and Fluency). The default is
normal.

2.4.6 Rules Info

Click the button, preview image will display intelligent rules after enabling; it is fenableoby default.
2.4.7 Zoom and Focus

Click this button and the focus zooming interface appears on the right of preview interface, as shown in
Figure 2-7, click left mouse button to adjust focus zooming configuration.

Note:
¥ The product series which support motorized zoom, synchronous focus and back focus have this
button.

¥  Auto-focus after zoom and focus adjustment.
2.4.8 Fisheye/Trigger Track
Click the button, installation mode and display mode interface will show up on the right of the preview
interface, see Figure 2-8 and Figure 2-9, single click to switch different installation mode and display
mode, or different display modes, it is enabled by default.
Note:
It is only supported by some models.

Zoom and Focus

Zoom Speed Ej

Far
&+ Auto Focus
Restore All

Refresh

Regional Focus

Figure 2-7

1C
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Parameter | Function

Zoom Adjust the focal | ength of th®bluénsnbky
Step length is used to adjust the length of one step with one click.

Focus Adjust the sharpness ofthelens by clickingadd bwthtgo mps .¢
Step length is used to adjust the length of one step with one click.
Click to adjust the image definition automatically.

Auto- )
Note:

focus
Other lens operations are not allowed during the process of auto-focus.
Reset the lens to zero position to eliminate the accumulative error of lens.

Reset All | N0 _ _ ) _
Please reset when the image adjustment is not clear or operating zoom focus many
times.

Refresh Synchronize the location of drag slider of lens and zoom focus after hardware zoom
focusing.

Regional | Click it and use the mouse to select a zone, then the device can auto focus within the

Focus specific region.

-
5

Installation Mode

Display Mode

In-ceiling Mount Wall Mount Ground Mount

Installation Mode Installation Mode
VA . VA Y,
2 [ d Z | o
I

a L ad

Display Mode Display Mode

11
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Figure 2-8

parameter

Note

Installation Mode

Three modes which are ceiling mount, wall mount and ground mount.

Display Mode

It represents the display mode of the current image (default supports original
image mode), the display modes may be different according to different
installation modes. It is shown as follows:

Ceiling: 1P+1a 2Pa 1+2a 1+3a 1+4a 1P+6a 1+8A
Wall: 1Pa 1P+33 1P+4a 1P+8A
Ground: 1P+13 2Pa 1+3a 1+43a 1P+6a 1+8A

Note:

The default displays original image mode when switching installation mode.

In-ceiling/Wall/Ground

O

image

Original

It menas the original image without de-warpping

In-ceiling/Ground

1P+1

360°expanded rectangular panorama + independent
sub image, the sub image and the subbox in the
expanded rectangular panorama support zoom and
movement, for the expanded rectangular panorama
also supports left and right starting point movement.

il

2P

Two related 180° expanded rectangular pictures, two
subwindows form 360° panorama anytime, which is
al so call ed Adual pano
rectangular pictures both support left and right
movement starting point, which are also linked by
eachother.

O
]

’%}_‘ 1+2

Original image + 2 independent sub images, both the
sub image and the subbox in the original image
support zoom and movement. The original image also
supports changing starting point by rotation (no such
display mode for ground installation).

Ol

Original image + 2 independent sub images, both the
sub image and the subbox in the original image
support zoom and movement. The original image also
supports changing starting point by rotation

1+4

Original image + 4 independent sub images, both the
sub image and the subbox in the original image
support zoom and movement. The original image also
supports changing starting point by rotation

12
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parameter

Note

—1P+6

360&xpanded rectangular panorama +6 independent
sub image, both the sub image and the subbox in the
expanded rectangular panorama support zoom and
movement, for the expanded rectangular panorama
also supports left and right starting point movement.

5]

1+8

Original image + 8 independent sub images, both the
sub image and the subbox in the original image
support zoom and movement. The original image also
supports changing starting point by rotation

Wall

1P

From left to right 180° expanded rectangular
panorama, which supports up and down movement
and changes vertical angle of view.

180° expanded rectangular panorama+3 independent
sub images, both the sub images and the sub box in
the expanded rectangular panorama support zoom
and movement, expanded rectangular panorama
supports up and down movement and changes vertical
angle of view.

1P+4

180°expanded rectangular panorama+4 independent
sub images, both the sub images and the sub box in
the expanded rectangular panorama support zoom
and movement, expanded rectangular panorama
supports up and down movement and changes vertical
angle of view.

Fﬁ
1P+8

180°expanded rectangular panorama+8 independent
sub images, both the sub images and the sub box in
the expanded rectangular panorama support zoom
and movement, expanded rectangular panorama
supports up and down movement and changes vertical
angle of view.

Display Mode

Al B3
.._..ll'

Figure 2-9

Enable the trigger track on the interface of tripwire or intrusion, and draw the rule of tripwire or intrusion,
the scene of trigger track window will change according to the moving object when it triggers rule alarm
until the moving object disappears from the view range of the camera. Please refer to f5.3.4 IVSofor
more details about the rules drawing and parameter config of tripwire and intrusion.

Trigger track includes three modes which are 1P, 1P+3 and 1P+5.

13
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E 1P: Original picture

.. 1P+3: Original picture and three trigger track windows, it can adjust the location and size of

three trigger track windows on the original picture.

|
X
1P+5: Original picture and five trigger track windows, it can adjust the location and size of

five trigger track windows on the original picture.

14
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3 PTZ Control

Here you can view direction keys, speed, zoom, focus, iris, preset, tour, scan, pattern, aux on, off and
PTZ setup button. See Figure 3-1.

Note:

Before PTZ operation, please make sure you have properly set PTZ protocol. (Please refer to Ch 5.5.3).
Currently only IPC-HFXXXX series and i PT series products can support PTZ function.

Parameter Note

PTZ supports eight directions: left/right/up/down/upper left/upper
right/bottom left/bottom right.

It controls rotation speed. The longer the step length, the higher the speed.
Step length control PTZ, zoom, focus and iris.

Use mouse to draw a box in monitoring video, PTZ will rotate and focus to
Quick Position | Quickly positioning.

@
000
060
000
speed(1-2). [HET
© 0
© 0
-0

PTZ Settings

PTZ direction >

Speed

oo ]

15
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000
0®o
00O

speed(1-5): [jE

© 0

© O
© -0

PTZ Settings

Figure 3-2
PTZ setting interface is shown as in Figure 3-3.
Here you can set scan, preset, tour, pattern, assistant function and light and wiper plus view coordinate.

PTZ Settings

Figure 3-3

3.1 Scan

Scan interface is shown in Figure 3-4.

1€
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PTZ Settings

P Start W Stop

Set Left Set Right

Figure 3-4

Steps to scan are:

Set Left Set Right

Step 1. Click on Set button, display icon.

Step 2. Move via direction key to select left, click on Set Left to set left border of camera
Step 3. Move via direction key to select right, click on Set Right to set right border of camera.
Step 4. Complete scan path setup.

3.2 Preset

Preset interface is shown in Figure 3-5.
PTZ Settings

Preset

Figure 3-5

Steps to preset are:

Step 1. In preset box, input preset value.

Step 2. Click on Go to, camera rotates to preset position.

Step 3. Use direction key to rotate camera, and in preset box input preset value.
Step 4. Click on Add to add a preset. Range of preset relates to PTZ protocol.

3.3 Tour

Tour interface is shown in Figure 3-6.

17
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PTZ Settings

P Start W Stop

Figure 3-6

Steps to tour are:

Step 1. In tour box, input tour path value.

Step 2. Click on Add. Range of tour relates to PTZ protocol.
Step 3. In preset box, input preset value.

Step 4. Click on Add as to add a preset in this tour. If click on Del, it deletes this preset in tour.

Note:

You can add more than one preset here, or delete more than one preset.

3.4 Pattern

Pattern interface is shown in Figure 3-7.

PTZ Settings

5
EZIETR

Figure 3-7

Steps to set pattern are shown as follows:

Step 1

Input pattern serial number value inthebox, ¢l i ck @A Addo
Step 2

Click AStart Recdo to implement a
Step 3

Click AStop Recd6 to complete the
Step 4

and

t

wi |

d

i spl @

seri eomanddooroper ati c

setti

ng

of

a

18

patt e



alhua .

Cym Dahua Network Camera Web 3.0 Operation Manual

Click AStarto and it will start pattern according t
the pattern ends.

3.5 Assistant

Assistant interface is shown in Figure 3-8.

PTZ Settings

Figure 3-8
Steps to assistant are:
Step 1. In assistant box input assistant value.
Step 2. Click on Aux On to turn on aux function.
Click on Aux off to turn off aux function.

3.6 Light Wiper

Light wiper interface is shown in Figure 3-9.

PTZ Settings

Light Wiper -

Enable Disable

Figure 3-9
Steps to light wiper are:
Click on Enable to enable light wiper function.
Click on Disable to disable light wiper function.

18
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4 Playback

Web client playback supports video playback and picture playback.
Note:
Before playback, user shall set storage management as in Ch. 5.4.

4.1 Playback

The playback interface is shown as in Figure 4-1.

T e T e e
oE@

SR SD Card [~

e < BT

Sun Mon Tue Wed Thu Fri Sat
1
213456 7]8

9 10 11 12 13 14 15

1617 18 19 20 21 22 EEE 2

2324125126 |27 28| 29

a0 [31]

1 00000 O o] o:coc0-como: [ J 3

Stop Record Type M Al [ General m [ Moton M [ Alam Manual B [CETH ICI

Figure 4-1

There are four sections:

Section 1: Function of play
Section 2: Playback file
Section 3: Play time cut
Section 4: Record type
Section 5: Progress bar
Section 6: Assistant function

2C
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4.1.1 Function of Play
The function of play is shown as in Figure 4-2 and Figure 4-3.

00000 O =0

O @ 6@ @ 6 ® @ @-1

Figure 4-2

00000 O =0

© e 6 e 6 ® O &2

Figure 4-3
Parameter Function
When you see this button, it means pause or not played record. Click on this
Play .
button, switch to normal play status.
Stop Click this button to stop playing.
Click on this button to go to next frame.
Play by frame Note:
You shall pause record when you use this function.
Slow Click on this button to play slowly.
Quick Click on this button to play quickly.
. When this button displays, it means audio is silent. Click on this button to
Silent .
switch back to normal.
Volume Click on left mouse to adjust volume.
-1 Fisheve Click this button and fisheye device can adjust display mode according to
B y different installation mode during the process of playback.
Click the button and it will playback and display intelligent rules and object
- -2 Rule Info detection box if the video is equipped with intelligent rule info after the
function is enabled, it is off by default.

21
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4.1.2 Playback File
In calendar, blue date represents data currently has video record or snapshot. See Figure 4-4.

Data Src  RIEEET) 7
< 2013 I8

Sun Mon Tue Wed Thu Fri Sat

Parameter Function
. Select Adavo, as video playback.
File Type - N .
Select Ajpgd as picture playback.
Data Source Default is SD card.

Step 1. Click on data in blue, time axis displays record file progress bar in color. While, green represents
normal record, yellow represents motion detect record, red represents alarm record, and blue
represents manual record.

Step 2. Click on certain time on progress bar, playback starts from this time. See Figure 4-5.

Figure 4-5

Step 3. Click on file list = , select date file will be displayed in list.

Step 4. Double click on file in list, playback this file and display file size, start time and end time.
See Figure 4-6..

22



@hua

Dahua Network Camera Web 3.0 Operation Manual

00 : 00 : 00 - 23 : 59 : 59 jfe}

Download Format @ dav © mp4

Start Time  File Type
154939 H @
15:50:07
15:54:38
16:25:13
16:31:35
16:32:06
16:45:58
16:54:00

OCO0O00O0000

17:00:54

<171 » » KN D
Begin Time:
End Time:

File Size:

Parameter Function

BSearch It means records within searched start time and end time on the date.
Download .

Format There are two formats: dav, mp4.

23
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Parameter Function

m . click the download button and download file to path in Ch. 5.1.2.5.
Download System does not support download and playback at the same time.

¢ Back Click on back button to go to calendar interface.

4.1.3 Playback Cut

Note:

Playback cut function will automatically pause playing record as playback cut and playback cannot be at
the same time.

Step 1. Click on start time to cut on time axis. This time must be within progress bar range.

—_—

Step 2. Move mouse to cut icon gﬁ . You will be ask to select start time. Click on cur icon 5‘5 as

finish cutting.

Step 3. Click on playback cut end time on time axis. This time must be within progress bar range.
— —

Step 4. Move mouse to cut icon-& you will be asked to select end time. Click on cut icon .& as

finish cutting.
Step 5. Click on Save button to save file cut to path in Ch 5.1.2.5. See Figure 4-7.

00:00:00-00:00:00 B

Figure 4-7

4.1.4 Record Type

After checking record file type, only selected file will be displayed in progress bar and file list. Users can
also select the record type to be displayed via the dropdown box which is above the file list. See Figure
4-8.

Record Type [ Al [ General [ Motion @ & Alarm & Manual W

Figure 4-8

4.1.5 Progress Bar
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O zhr O nr | O 30min

Figure 4-9

Parameter Function

(O z4hr 24 hours Click on it, means video in past 24 hours.

©zhr |, hours Click on it, means video in past 2 hours.
Oinr |, hour Click on it, means video in past 1 hour.
®:z0min 30 min Click on it, means video in past 30 min.

4.1.6 Assistant Function
Video playback assistant function is shown in Figure 4-10.

Figure 4-10

Parameter Function

Digital Zoom restore its original size.

Click on it, video in playback status if is in original size, user can
zoom in any area, If it is not in its original size, Right mouse click to

Click on this button, you can scroll to zoom in.

Snapshot will be saved to path in Ch. 5.1.2.5.

E] Click on this button, you can snapshot video under playback status.
Snapshot

4.2 Picture Playback

Web client picture playback interface has the following three functions:

Parameter Function

1 Play function bar
2 Playback file bar
3 Snapshot type bar
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See Figure 4-11.
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Snapshot Type All General W Event M Alarm

Figure 4-11

4.2.1 Play

oo

Figure 4-12

Default icon is E and it means pause or not played picture. Click on play button to switch to

normal play status. lcon become m

Click on it to pause.
4.2.2 Playback File
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< 2013 S

Sun Mon Tue Wed Thu Fri Sat

Figure 4-13

Step 1. Click on file list = , select snapshot file of the date.

Step 2. Double click on file in list, to play this snapshot.

Parameter

Function

n Search

It means all snapshot files within the start time and end time of selected date.

27



h
@"mya Dahua Network Camera Web 3.0 Operation Manual

Parameter Function
m Click the download button to open snapshot file or directly download to local
Download according to the browser types.

& Back Click the back button to return to calendar interface and re-select time.

00 : 00 : 00 - 23 : 59 : 59 jfe}

Start Time  File Type
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13:24:55
13:25:09
13:25119
13:25:29
13:25:40
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13:26:09
13:26:19
13:27:41
13:27:51
13:28:01
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Figure 4-14
4.2.3 Snapshot Type
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After checking snapshot file type, in file list only display file of selected type. Users can also select the
snapshot type to be displayed via the dropdown box above the file list. See Figure 4-15.

Snapshot Type All General Event W Alarm

Figure 4-15
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5 Setup

Web client setup support camera, network, time, storage, system and system info view.

5.1 Camera

The camera setting includes conditions, profile management, zoom and focus.

5.1.1 Conditions

Note:

The camera parameter may be different according to different models, please refer to the actual product
for more details.

5.1.1.1 Picture

Note:

The device which supports true WDR fails to support long exposure when true WDR is enabled.

Step 1

Select fBetup > Camera > Conditions > Picturedand the system will display the fPicturedimage which is
shown in Figure 5-1.

Figure 5-1
Step 2
Set picture parameters; please refer to the following sheet for more details about parameter setting.
Parameter Note
Style It is to set the picture style, which includes standard, soft and vivid.
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